Wanapum Dam

Spillway Fracture
May 20, 2014
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. Summary of incident
e Current status
* Questions



Normal Operation

10 Generating Units
070 MW capacity

Max Forebay Elevation: 562 — 571




WANAPUM DAM (looking east from the right bank on the spillway deck)




Spillway Deck, looking east




» \Wednesday 2/26 Problem ldentified -
FERC ORDER: Reduce Forebay

Elevation and
#4.

* Thursday 2/2
racture confi



WANAPUM DAM (looking upstream)

Monolith 4



Grant S—
((' PU D Cross section of cEmaged

Roadway concrete pier Number 4.

Normal upstream water level
{562 - 571 ft. above sea level)

Current upstream water level Spillway pier

Current downstream water level

Fracture Location



Goal 1 - Stabilize spillway monolith 4
oal 2 — Investigate root cause

oal 3 — Intermediate pool raise
3l 4 — Restoration of: a) pool & b) spillway
5 — Temporary mitigation; manage thre
opportunities
Nt mMaximization & prese




Teamwork

Igh level of communication,
bordination and cooperatior
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Reservoir Lowered = 28 feet
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G2 — Investigate Root Cause

Independent Board of Consultants (BOC)

Independent Forensic Investigation Team
(HDR)

3 — Intermediate Pool Raise

jor focus in place for partial restor
pay level to at least minirr




G4 — Restoration of Pool
& Spillway

Temporary Mltlgatlo
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G6 — Plant Maximization &
Preservation

— Work Priorities




Wanapum Dam is at a safe operating
condition

Response and Recovery Goals identified
ith work teams in place.
neral Manager initially declared an
gency - allowing a rapid respor
ation, design, and repair
Action Plan reduc




Monitoring continues
Independent Board of Consultants

vork and Independent Forensic
alysis continue
Cause Investigation nearl




QUESTIONS?



